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The ultra-slim AMF-Bruns cassette lift for the side loading door

AMF-Bruns cassette lift K90 for MB Sprinter

 

 

K90 offers an optional platform access from the side. Ultra-slim design guarantees ultimate ground clearance.

»	SWL 300 kg, complies with 
	 DIN 75078 T1

»	Ultra-slim design guarantees ultimate
	 ground clearance

»	Automatic barrier operates on 
	 uneven roads and snow, too!

»	Powerful, quiet travelling frame ensures 	
	 smooth operation of the lifting platform
	

		  »	Original step is obtained

		  »	Large lifting platform, suitable 
			   for large electric wheelchairs
		
		  » Totally enclosed stainless steel box 	
			   provides protection for the lift 
			   system even in extreme weather 
			   conditions

		  »	Vehicle interior remains unchanged

		  »	No changes to the car body 
			   necessary
		
		  »	Manual emergency operation

		  »	EMC tested according to 
			   EU regulation 95/54/EG/EC

		  »	K90 complies with EN 1756, II

These facts make all the difference

technical data

» 	SWL	 300 kg

» 	Platform size	 Approx. 800 x 1.200 mm

» 	Unladen weight	 Approx. 140 kg

» 	Lifting 	 Approx. 11 sec

» 	Lowering	 Approx. 9 sec

» 	Deploying	 Approx. 16 sec

» 	Stowing	 Approx. 16 sec

» 	Control	 By push buttons

» 	Power	 Lifting and lowering electro-hydraulic 12V; 	
		  deploying and stowing driven by 12V 
		  electric motor

» 	Optional	 Radio remote control

AMF-Bruns have been providing maximum safety right from the beginning

» 	Safety barrier ensures feet cannot be trapped in mechanism when lifting platform.

» 	Fully automatic roll-off stop.

» 	Two warning lights flash automatically when platform is deployed, and give warnings in poor visibility.

» 	Safety switches ensure lift cannot be operated when door is closed.


